Self Contained

Carpet Extractor
NUI6SCE - NUIBSCE

Specifications

Power cord 50’detachable, 14-3

Length 44"
Width 16”7 - NUI6SCE
18” - NUIBSCE
Height 377
Weight 98 Ibs - NUIESCE

139 Ibs - NUIBSCE
Solution tank 7 gallons - NUI6SCE

8 gallons - NUI8SSCE
Recovery tank 5 gallons - NUI6GSCE

10 gallons - NUISSCE
Pump pressure 100 PSI Flo-jet
Vacuum motor 2 HP, 3 stagg, II7” water lift
Warranty I2 - 3 warranty
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Portable

NuSource Corporation’s self contained extractors are designed to stand out when challenged by the toughest
carpet cleaning jobs. In one pass the operator sprays cleaning solution, scrubs the solution into the carpet and
a pouwerful vacuum extracts the soiled solution and deposits it into the recovery tank. Completely self contained
these extractors eliminate the need for external solution lines, vacuum hoses and wands.

Features

The solution and recovery tank are manufactured with rotationally molded polyethylene. These tanks are tough
and corrosion resistant and wont dent, crack or puncture and carry I2 year warranty. Four quick disconnect
spray jets guarantee even distribution of the cleaning solution to the carpet while an aluminum vacuum head
wiith stainless steel glide strips ensure you recover as much dirty solution as you possible. Model NUI6GSCE

features a unique folding handle for easy storage and transportation.

Versatile

A side access quick coupler and dome mounted vacuum port allows the use of an external wand, hand tool or
crevis tool for those hard to reach areas, upholstery cleaning or auto detailing. A grounded plug receptacle is
built into the powder coated steel chassis so a carpet dryer can be plugged directly into the extractor.



